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COMPRESSYN 
High performance full synthetic air compressor oil 
 

Description 
State-of-art fully synthetic lubricant, formulated from Polyalphaolefin (PAO) - ester based oils and 

special additives for the lubrication of air compressors. 

 

Applications 

- Practically in all (screw or blades type) mobile and stationary compressors. 

- Mono and multi-stage alternative compressors. 

- In some types of vacuum pumps. 

 

Properties 
- Reduced oil consumption & highly oxidation resistant. 

- Excellent sealing in piston and rotary compressors. 

- Offers excellent protection against wear and corrosion. 

- Allows easy start-ups at very low temperatures. 

- Low tendency to the formation of sludge, lacquer, deposits and carbonaceous residue. 

- Enhances effectiveness of the separating filter elements. 

- Reduces maintenance work and lowers fire and explosion hazard.  

- Miscibility/compatibility with virtually all other compressor lubes. 

- Fully compatible with frequently-used joints and seals. 

- Very wide working temperature range (from -50ºC to 220ºC).  

 

Technical Data 
 

 Method COMPRESSYN 
ISO Grade ISO 3448 32 46 68 100 220 

Density at 15ºC, kg/l ASTM D-1298 0.835 0.835 0.840 0.840 0,86 

Viscosity at 40ºC, cSt ASTM D-445 29-35 42-50 62-74 97-103 200-240 

Viscosity at 100ºC, cSt ASTM D-445 6 8 10 12 24 

Viscosity index ASTM D-2270 >140 >140 >140 >140 >140 

Flash point, ºC ASTM D-92 210 >220 230 230 230 

Pour point, ºC ASTM D-97 -58 -50 -50 -50 -43 

Sulphated ash, %wt ASTM D-874 <0.01 <0.01 <0.01 <0.01 - 

Copper corrosion, 3h at 100ºC ASTM D-130 1a 1a 1a 1a - 
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Specifications  
 

DIN 51506 VC-L / VD-L (*) 

ISO 6521 DAA / DAB / DAG / DAH 

DIN 51524  Part 2 - HLP 

ISO 11158 HM 

DENISON HF-0 / HF-1 / HF-2 

EATON VICKERS M-2950-S / I-286-S 

AFNOR NF E 48-603 HM 
(*)  Compression temp between 160 and 220ºC. 

 

Packaging available 

 

 
 

Health, Security and Environmental Procedures  

Data sheet for this product, conforming to current European regulations, is available.  

Supplies information related to safety precautions, handling procedures, primary treatment and 

environmental data. We suggest reading before using the product.  

Remember to dispose used oil according to current local regulation. Do not throw away in water 

drains or other waterways (Rivers, lakes, etc.). 

propiedades antidesgaste y  muy alto índice de iscosidad.  

 

Aplicaciones  
Se recomienda su uso en  todo tipo de sistemas hidráulicos donde las fugas o escapes puedan  

deteriorar: Aguas subterráneas, yacimiento o colarse en los desagües-alcantarillas, en  aplicaciones 

tales como: 

 

• Equipos de filtración de aguas, equipos de dragas acuáticos y maquinaria que trabaja en presas 

hidráulicas. 

• Industria alimentaria  y de bebidas. 

• Equipamientos hidráulicos de tractores que trabajen en la agricultura, silvicultura o 

horticultura.    

 

Propiedades 

• Lubricante biológicamente degradable. Biodegradabilidad >90%  (CEC L-33-T-82)  

• Gran protección antioxidante y antidesgaste. 

• Excelente fluidez a bajas temperaturas y pudiéndose aplicar en temperaturas superiores a los 

80ºC manteniendo perfectamente las  propiedades de lubricación.  

• Perfectamente miscible con los fluidos convencionales, no es necesario el desarmar la 

maquinaria ni limpiarla solo dejarla escurrir correctamente.  

• Fabricado de aceites base muy estables. 

• Larga vida útil. 

• Apto para instalaciones mayores con pérdida por fugas. 
 

Especificaciones   
DIN 51524 Part 1 H 
 

 

Información Técnica 
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