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VACUUM PUMP SYNT DI  
Fully synthetic oil for the lubrication of air compressors and vacuum pumps 
 

Description 
High performance lubricant formulated from superior quality di-ester base oils and special additives 

that provide excellent resistance to oxidation and deposit formation in the discharge valves, 

extending the drain intervals and consequently savings in maintenance costs. 

 

Applications 

- Suitable for the lubrication of rotary and reciprocating compressors and vacuum pumps. 

- Nominal operating temperature range: From -17 to 220ºC. 

 

Properties 
- Excellent fluidity at low temperatures, facilitating engine start-up. 

- Very good thermal stability, high resistance to oxidation. 

- High lubricity combined with superior anti-wear, anti-corrosion and antioxidant properties. 

- Low volatility that minimizes drag. 

- Wide range of working temperatures. 

- Long lubricant life. Up to eight times more than the mineral-based ones. 

 

Technical Data 
 

 Method VACUUM PUMP SYNT DI 
ISO Grade ISO 3448 100 

Density at 20ºC, kg/l ASTM D-1298 0.955 

Viscosity at 40ºC, cSt ASTM D-445 100 

Viscosity at 100ºC, cSt ASTM D-445 9 

Viscosity index - 80 

Flash point, ºC ASTM D-92 <230 

Pour point, ºC ASTM D-97 -30 

Demulsion test - 40/38/2 (30) 

 

Specifications  
 

DIN 51506 VD-L  

ISO 6521 DAB / DAG 
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Gases 

Compatible with the following gases: 
 

Air Dry Carbon dioxide (CO2) Oxygen (O2) Propane (C3H8) 

Butadiene (C4H6) Ethylene (C2H4) Natural gas Carbon monoxide 

Carbon monoxide (CO) Helium Methane (CH4) Sulphur hexafluoride 

NOx Hydrogen (H) Nitrogen (N) Dry hydrogen sulphide 

 
Packaging available 
 

 
 

Health, Security and Environmental Procedures  

Data sheet for this product, conforming to current European regulations, is available.  

Supplies information related to safety precautions, handling procedures, primary treatment and 

environmental data. We suggest reading before using the product.  

Remember to dispose used oil according to current local regulation. Do not throw away in water 

drains or other waterways (Rivers, lakes, etc.). 

propiedades antidesgaste y  muy alto índice de iscosidad.  

 

Aplicaciones  
Se recomienda su uso en  todo tipo de sistemas hidráulicos donde las fugas o escapes puedan  

deteriorar: Aguas subterráneas, yacimiento o colarse en los desagües-alcantarillas, en  aplicaciones 

tales como: 

 

• Equipos de filtración de aguas, equipos de dragas acuáticos y maquinaria que trabaja en presas 

hidráulicas. 

• Industria alimentaria  y de bebidas. 

• Equipamientos hidráulicos de tractores que trabajen en la agricultura, silvicultura o 

horticultura.    

 

Propiedades 

• Lubricante biológicamente degradable. Biodegradabilidad >90%  (CEC L-33-T-82)  

• Gran protección antioxidante y antidesgaste. 

• Excelente fluidez a bajas temperaturas y pudiéndose aplicar en temperaturas superiores a los 

80ºC manteniendo perfectamente las  propiedades de lubricación.  

• Perfectamente miscible con los fluidos convencionales, no es necesario el desarmar la 

maquinaria ni limpiarla solo dejarla escurrir correctamente.  

• Excelente capacidad de carga 

• Fabricado de aceites base muy estables. 

• Larga vida útil. 

• Apto para instalaciones mayores con pérdida por fugas. 
 

Especificaciones   
DIN 51524 Part 1 H 
 

 

Información Técnica 
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